white reject tiles (cool roof)

1cm screed 1:10

3cm chicken mesh

_top of vault roof IVl @ +9.63m R 5cm thk aerocon thermal tiles
I - 2cm thk screed

exposed brick vault laid on edge
(23cmX11.5cmX7.5)

_roof beamtop M @ +890m  __ __

_roof slab top Ivi @ +8.60m _ __
~Foof sTab Boffom W@ +8.50m $

_top_of poured earth wall vl @ +8.15m_
Broken Cuddapah with
15mm raked mortar joint
Keystone placed at an
interval of 20cm
24cm thk poured earth wall
window

/—-IPS skirting

Indian patent stone flooring
//_ screed 1:10

floor filling to achieve the FFL level
/—ﬁcrn thk concrete mat

exposed brick vault laid on edge
(23cmX11.5cmX7.5)

second floor ffl vl @ +6.40m

“botfom of poured earth wall vl @ +5.35m S

first floor vault beam top Ivl @ +5.70m

first floor vault beam bottom vl @

BN - i <

_top_of poured earth wall vl @ +4.95m
Broken Cuddapah with
15mm raked mortar joint
Keystone placed at an
interval of 20cm
24cm thk poured earth wall
window
natural stone floor finish
screed 1:10 Scm thk concrete mat

first floor ffl Ivi @ +3.20m _ exposed brick vault laid on edge
_________ : (23cmX11.5cmX7.5)

o

IPS skirting
Indian patent stone flooring

|~
;screed 1:10
/—'

floor filling to achieve the FFL level

@ +2.10m
_top_of poured earth wall Ivl @ +1.75m_

Broken Cuddapah with
156mm raked mortar joint
Keystone placed at an
interval of 20cm

24cm thk poured earth wall
_bottom of poured earth wall Ivl @ +0.55

/—3cm thk DPC layer
/—KPS skirting

Indian patent stone flooring
/_ screed 1:10

/—

_ground floor fil vl @ +/-0.00m _ 10cm thk PCC bed 1:4:8

bottom of cuddapah stone wall lvl @ -0. 05

ground M @-060m __ __

plinth beam 24cm x 45cm
@-0.60m

TYPICAL SECTION DS1 OF APT - A



